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Care of Painted Surfaces

Possible Substrates:
ÅWood
ÅMetals
ÅStone
ÅConcrete
ÅGlass
ÅPlastics
ÅCeramics
ÅAlmost Anything! 
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Decorative, Protective, or Both? 
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Cohesion: Strength of the paint film. Cohesive failure takes place 
in the paint film. 

Adhesion: Strength of the bond between paint and substrate. 
Adhesive failure takes place at the interface. 

Paint Layer

Substrate

InterfaceAdhesion
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Good Adhesion Requires:

ÅAdsorptionΥ aƻƭŜŎǳƭŜǎ ƛƴ ǘƘŜ Ǉŀƛƴǘ ǎƘƻǳƭŘ άǿŜǘέ ƻǊ Ŧƭƻǿ ŦǊŜŜƭȅ ƻǾŜǊ ǘƘŜ 
substrate. The substrate should have a higher surface energy than paint. 

ÅChemical Bond: A bond forms between paint and substrate at the 
interface.

ÅMechanical Interlocking:The paint film penetrates the substrate (surface 
texture).
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Example:

ÅGoodAdsorption: glass has a higher surface energy 
than most paints. The paint easily flows across the 
surface. 

ÅPoorChemical Bond: No bonding takes place 
between the glass and the paint. 

ÅPoorMechanical Interlocking: the smooth surface 
of the glass prevents interlocking. 

Shard Rocket, 1988
Richard Marquis

Painted glass
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Example:

ÅGoodAdsorption: glass has a higher surface 
energy than most paints. The paint easily flows 
across the surface. 

ÅGoodChemical Bond: No bonding takes place 
between the glass and the paint. 

ÅGoodMechanical Interlocking: the smooth 
surface of the glass prevents interlocking. 

Atman, 1978-79
Mark di Suvero

Painted Steel
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Agents of Deterioration
ÅPhysical Forces (improper handling, use)
ÅVandalism/Theft
ÅFire
ÅWater
ÅPests & Biological Growth
ÅPollutants (including dirt, grime)
ÅLight
Å Incorrect Temperature
Å Incorrect Relative Humidity
ÅCustodial Neglect & Dissociation
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Common Condition Issues



Care of Painted Surfaces

Damage/Deterioration of Substrate



Care of Painted Surfaces

Damage/Deterioration of Substrate



Care of Painted Surfaces

Cracking
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Tenting
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Flaking
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Blistering
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Abrasion
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Stains & Accretions
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Discoloration
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Fading
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Powdery Paint
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Insect Damage

Tunneling & Surface Loss

Loss of Structure

Exit Holes
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Biological Growth
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Dirt & Grime

Clean

Dirty
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Storage, Display, & Maintenance
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Agents of Deterioration
ÅPhysical Forces (improper handling, use)
ÅVandalism/Theft
ÅFire
ÅWater
ÅPests & Biological Growth
ÅPollutants (including dirt, grime)
ÅLight
Å Incorrect Temperature
Å Incorrect Relative Humidity
ÅCustodial Neglect & Dissociation
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Safe Handling & Storage
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Common Cleaning Tools
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Brushes

Brushes:

ÅGoat Hair

ÅBadger Hair

ÅChinese Hake Brushes

/ƘƻƻǎŜ ŀ ŎƭŜŀƴΣ ǎƻŦǘΣ ƴŀǘǳǊŀƭ ŦƛōŜǊ ŀǊǘƛǎǘΩǎ ōǊǳǎƘΣ ǘȅǇƛŎŀƭƭȅ мέ ǘƻ н-мκнέ ƛƴ ǎƛȊŜΦ 

Clean or replace as bristles become stained.

For painted surfaces Badger hair brushesare ideal. 

Wrapmetal ferrules withpainter's tape. 
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Dusting

ÅVisually check for any sign of loss or 
flaking paint. 

ÅBrush slowly and gently in one 
direction across or down, followed by 
a second brushing in an opposite 
direction.

ÅDo not use moist dust cloths, stiff 
bristle brushes, or feather dusters. 
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When to Call a Conservator
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Cleaning

Proof, 1996
Jack Glass
wood, glass, pigment
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Cleaning

WWI Helmet, 1917
Paint,iron alloy
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Paint Consolidation

Double Sided Red Geranium 
Tea Room Sign
Painted galvanizedsteel


